
P r o d u c t  d a t a

tYPE ‘80tM deadman autoshear
When armed, aXoN’s tYPE ‘80tM deadman autoshear (dMaS) will provide automatic shutdown of the wellbore 
in the event of simultaneous loss of signal transmission capacity and hydraulic supply pressure to both Pods 
(deadman), or disconnect of the Lower Marine riser Package (LMrP) from the BoP stack (autoshear). For added 
versatility, our dMaS system is equipped with dual trtM regulators to operate the shear rams and other subsea 
equipment at different pressures. Furthermore, optional ports allow for the addition of subsea gauges or 
surface readbacks.

SPEciFicatioNS

n dry Weight: 750 lbs

n dimensions:  24” x 27” x 31”  

n Supply Pressure: 5,000 psi 

n Maximum regulated Pressure: 5,000 psi to BSr and 3,000 psi inner valves and locks 

n 5,000 psi Hydraulic Port connections: 1” code 62 4 Bolt Flange 

n St Lock circuit/Wellhead connector Latch connections: 1” code 62 4 Bolt Flange

technical details

Major System components

n tr™ tr5 Series regulator 5,000 psi 

n 1” Nc SPM Valve  

n ½” Pilot operated check Valve (PocV) 

n 1” dual Pilot SPM Valve  

n accumulator 1qt 5,000 psi 

n tr™ tr5 Series regulator 3,000 psi

n ¼” Low interflow Shuttle Valve assembly

n 1” autoshear Block assembly

n ¼” No Hydraulic trigger valve 5,000 psi
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tYPE ‘80tM deadman autoshear

FEaturES / BENEFitS

cad drawings

design advantages

n designed and manufactured to aPi 16d specifications

n Features industry-respected tr™ regulators for its pressure regulating valves

n utilizes zero interflow hydraulic trigger valves to ensure instantaneous activation of the dMaS unit in the   

 event of signal pressure loss

n dedicated subsea accumulators are used to close the rams, inner valves, and operate the ram locks; can be

 powered by a shared accumulator (e.g. acoustic system) that is not discharged into the main hydraulic supply

n compact design for smaller footprint on stack

optional Equipment

n optional ports allow for addition of subsea gauges or surface readbacks (provides confirmation to the 
 drilling rig that the deadman and autoshear functions are active and pressurized)

* aXoN reserves the right to modify specifications without notice. rev2015.04.28
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